: TOPSOIL NOTES

Property Line N 89°40'05" W
CONTRACTOR TO SPREAD TOPSOIL WITHIN THE LIMITS SHOWN ON THIS PLAN AND ACCORDING TO THE BLEVATIONS SHOWN CN THE
1254.30' CIVIL SHEETS. TOPSOILING SHALL CONFORM TO THE CITY OF BISMARCK CONSTRUCTION SPECFICATIONS FOR MUNICIPAL PUBLIC
* 75 WORKS IMPROVEMENTS SECTICN 1200 EXCEPT AS MODIFIED HEREIN: DELETE SECTION 1201-2.2 AS TOPSOIL WILL BE STOCKPILED FOR
USE ON SITE.  MODIFY SECTION 1201-3.4 TO INCLUDE A DEPTH OF " CF TOPSOIL WITHIN THE LIMITS SHOWN. DELETE SECTION
1201-4.1 AND FOLLOW THE BID TAB PROVIDED BY THE ARCHITECT.

GENERAL IRRIGATION NOTES FOR ALL SHEETS

north dakota 58504

CONTRACTOR SIIALL DESIGN AND PROVIDC A PRICE TOR AN [RRIGATION SYSTEM ON TIHIS SITC BASCD ON THC FTOLLOWING
PERFORMANCE SPECIFICATIONS.

i A 2" WATER LINE STUB-OUT WILL BE PROVIDED OUTSIDE OF THE BUILDING BY THE MECHANICAL CONTRACTOR. IRAUSANON
CONTRACTOR 7O PROVIDE AND INSTALL A COMMERCIAL GRADE 2" PRESSURE VACUUM BREAKER ACCORDING TO
MANUFACTURER'S SPECIFICATIONS. WATT'S IS AN APPROVED MANUFACTURER.

hismarck,

' ALL IRRIGATION MAINLINES SHALL BE CLASS 140 PYC PIPE BURIED TO A DEPTH OF ATLEAST 18", ALL IRRIGATION LATERAL LINES
SHALL BE #100 POLYETHYLENE TUBING INSTALLED TO A DEPTH OF AT LEAST 12", WHEREVER IRRIGATION LINES ARE RAN BENEATH
PAVING, SIDEWALKS, OR OTHER PERMANENT HARD SURFACING, THEY SHALL BE INSTALLED INSIDE OF CLASS 35 PVC CONDUIS.
LOT AREA! CONDUITS SHALL EE INSTALLED A MINIMUM OF 8" QUTSIDE OF THE HARD SURFACING.

// EXIS{ING BERMS TO 3 PLANTED IN2014 /
UNDER SEPARATE CONTRACT

35.73 ACRES IRRIGATION PO?-UP MISTERS SHALL BE RAINBIRD 1804's OR OTHER APPROVED EQUAL. IRRIGATION ROTORS SHALL BE RAINBIRD
3500's OR RAINRIRD 5000's OR OTHER APPROVFD FQUAL. RRIGATION ROTORS AND MISTERS SHAIL RE SPACED TO ENSURE 100%
HEAD TO HEAD COVERAGE. OVERSPRAY SHALL BE MINIMIZED ONTO PAVEMENT, SIDEWALKS, AND BUILDINGS. IRRIGATION HEADS
SHALL BE INSTALLED ON SWING FIPES ACCORDING TO MANUFACTURERS SPECIFICATIONS.

210 soyth 12th streat,

ghone! 701-751-4555

ALL PLANTING BEDS SHALL BE INSTALLED WITH RAINBIRD LANDSCAPE DRIPLINE LD-07-12 OR APPROVED EQUAL. LANDSCAPE
DRIPLINE SHALL BE SECURED TO THE GROLUND LISING 4" LANDSC.APE STAPLES INSTALLED A MINIMUM OF EVERY £ ALONG THE
LENGTH OF THE PIPE.

\

)

IRRIGATION ZONE VALVES FOR MISTERS AND ROTORS SHALL BE RAIN3IRD PEB IONE YALVES OR APPROVED EQUAL. IRRIGATION
ZONE VALVES FOR LANDSCAPE DRIPLINE SHALL BE XCZ SERIES VALVES OR APPROVED EQUAL. A MINIUMUM OF 2 QUICK COUPLERS
SHALL BE INSTALLED ON THE MAINLINE FOR WINTERIZATION. QUICK COUPLER VALVES SHALL BE AS MANUFACTURED BY RAINBIRD OR
OTHER APPROVED MANUFACTURER, ALL VALVES SHALL BE INSTALLED INSIDE OF APPROPRIATELY SIZED ZONE VALVE BOXES AS
MANUFACTURED BY ACS OR OTHER APPROVED MANUFACTURER.

tion, or report was prapared by me or i

under my direct supervision and that!

Ref. No. 35

at this plan specifice-

A CONTROL CLOCK SHALL BE INSTALLED INSIDE OF THE BUILDING IN A LOCATION APPROVED BY THE OWNER, CONTROL CLOCK
SHALL BE A RAINBIRD ESF MODEL CONTRULLER, CONIROL CLOCK SHALL HAVE A MINIMUM OF 4 UNUSED ZONES IN THE EVENT THAT
THC IRRIGATION SYSTEM IS ADDCD ONTO IN THIC TUTURL.
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Property Line
Daty 12.27-12

IRRIGATION CCNTRACTOR SHALL PROGRAM THE CLOCK TO PROVIDE A MINMUM OF 1" OF MOISTURE I 7 DAYS WITHIN THE
IRRIGATION LIMITS. AFTER PROGRAMMING, IRRIGATION CONTRACTOR SHALL TRAIN THE OWNER IN THE CORRECT OPERATIONAL
PROCEDURES OF THE SYSTEM. FINAL ACCEPTANCE WILL NOT OCCUR UNTIL THIS HAS HAPPENED.
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under the laws of the S:ale of North Dakora.
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IRRIGATION CCNTRACTOR SHALL PROVIDE A LAMINATED AND WATER PROOF COPY OF AN AS-BUILT DRAWING OF THE IRRIGATION
SYSTEM FOR THE OWNKER'S REFERENCE. THIS AS-BUILT DRAWING SHALL SHOW THE FINAL INSTALLED LCCATION OF ALL RRIGATION
LINES, LINE SIZES, ZONE VALVES, EEADS, AND OTHER MISCELLANEOUS COMPONENTS. ZONE VALVES SHALL BE LABELED WITH THE
CORRECT ZONE NUMBER AS PROGRAMMED IN THE CONTROL CLOCK.

Section Line
N 00°35'14" E
1241.35

IRRIGATION CCNTRACTOR SHALL INCLUDE THE FIRST YEARS WINTERIZATION IN THE COST OF THE PRCJECT. IRRIGATION
CONTRACTOR SHALL CONTACT THE OWNER BEFORE WINTERIZATION OCCURS TO PROPERLY EDUCATE THE OWNER ON THE
CORRECT PROCEDURES TO FOLLOW DURING WINTERIZATION.

IRRIGATION CCNTRACTOR SHALL FOLLOW ALL RECOMMENDED PRACTICES AS SET FORTH BY THE MANUFACTURER'S
SPECIFICATIONS AND THE IRRIGATION ASSOCIATION,

MISCELLANEOUS LANDSCAPING NOTES

THE LANDSCAPE BERMS SHOWN ON THIS PLAN ARE EXISTING. IN 2013, BURLEIGH COUNTY WILL SPRAY ALL EMERGING WEEDS ON
THESE BERMS TO HELP CONTROL THE SPREAD OF NEWLY GERMINATING AND PREVIOUSLY DORMANT WEED SEEDS. IN 2C14 THESE
BERMS WILL BE PLANTED WITH APPROXIMATELY 2300 TREE AND SHRUB PLANTINGS. BOTH DECIDUCUS AND CONIFEROUS PLANTINGS,
DEMONSTRATING A VARIETY OF MATURE PLANT HEIGHTS AND SPREADS, WILL BE USED. PLANTINGS WILL BE CONSERVATION GRADE
SEEDLINGS AND BARE ROOT STOCK PROVIDED BY THE LOCAL SOIL CONSERYATION DISTRICT. A PLAN DEPICTING THE LOCATIONS
OFf THESE FUTURE PLANTINGS WAS NOT AVAILABLE AT THC TIME THAT THIS SITE PLAN WAS PREPARED.

IF ADDITIONAL INFORMATION IS DESIRED REGARDING THE FUTURE PLANTING OF THE SOIL BERMS TO THE SCUTH AND WEST, PLEASE
FEEL FREE TQ CONTACT THE BURLEIGH COUNTY ENGINEER AT THE CONTACT NFORMATION PROVIDED BELOW:

MARCLUS HALL - BURLEIGH COUNTY ENGINEER
2000 N 52ND STREET

BISMARCK, ND 5850°

{701) 221-4870
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